Ethernet Switch

User Manual
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1. Description

The products described in this manual, including but not limited to explanatory products, shall be

based on the actual purchased products. If there are any changes to the product appearance and

packing list. Please refer to official product information for accuracy.

2. Packing List

B Device

|

|

|

B User manual

B Certificate of conformity

AC power cord (provide for built-in power supply device)
Power adapter (provide for non built-in power devices)
Hanging ears, screws (provide for rack mounted device)

3.Product Indicator Lights and DIP Switch Instructions

3.1 DIP switch
DIP switch Definition of Non PoE Switch
DIP switch .. . -
. . Sequence | Definition of DIP switch | Description

specification

1 Reserve Reserve

250m long distance transmission

2 Extend )

4 DIP Switch (downlink port)
Port Isolation Port isolation
4 Storm Control Suppress broadcast data

DIP switch Definition of PoE Switch

DIP switch o ) o
. ] Sequence Definition of DIP switch | Description
specification
Auto detect and reboot the unresponsive
1 AI POE )
PoE devices for recovery
. 250m long distance transmission (PoE
4 DIP Switch 2 Extend
port)
Port Isolation Port isolation
4 Storm Control Suppress broadcast data
250m long distance transmission (PoE
1 Extend
A port)
3 DIP Switc
2 Standard Normal mode
3 Port Isolation Port isolation
250m long distance transmission (PoE
1 Extend
2 DIP Switch port)
2 Al PoE/Reserve Al PoE/Reserve




DIP Switch Definition of Lite Management Switches

DIP switch .. . -
. . Sequence Definition of DIP switch | Description
specification
1 Web-managed WEB management
3 DIP Switch 2 Standard Standard mode
Port Control Port isolation

2 The specific DIP switch definition shall be based on the actual product.

3.2 Indicator Lights
Sign Definition Status Description
o ) Green light always | Power is  connected/not
PWR/P Power indicator light
on/off connected
Al PoE Al light Green light on/off Al PoE started/not started
. . System working/system not
SYS/NMS/S/N System light Green light on/off
started
) Yellow light always
Left light 100M speed
on
Speed -
Yellow light off 10M speed
100Mbps copper port -
. o Green light always
Connection status indicator Port connected
on
light . . -
Right light Green light off Port not connected
Link/act The port is connected and
Green light blink there is data transmission and
reception
) Yellow light always
Left light 1000M speed
on
Speed -
Yellow light off 10/100M speed
1000Mbps copper port -
) o Green light always
Connection status indicator Port connected
on
light . . -
Right light Green light off Port not connected
Link/act The port is connected and
Green light blink there is data transmission and
reception
Yellow light on 2.5G speed
Left light Yellow light off or
2.5G copper port Speed green light always 10/100/1000M speed
Connection status indicator o -
light Green light always | Port connected or
Right light on 10/100/1000M speed
Link/act Green light off Port not connected
Light blink The port is connected and




there is data transmission and
reception
Yellow light on 10G speed
Left light Green light on 5G speed
Speed ) ) Data transmission and
Light blink .
10G . reception
copper por
p_p P o Yellow light on 2.5G rate
Connection status indicator -
light Green light on 1G rate
i
8 Right light Light off Port not connected
Speed The port is connected and
Light blink there is data transmission and
reception
Yellow light always
10G speed
on
. Green light always
10G downlink fiber port 1G rate
on
Connection status indicator | Link/act -
light Light off Port not connected
i
8 The port is connected and
Light blink there is data transmission and
reception
Optical port connection . Green light on Port connected
o ) Link/act -
status indicator light Green light off Port not connected

% The specific indicator lights are subject to the actual product

4. Login Management

This content is only applicable to network management products. Please read this help information

for first-time use.

4.1 WEB Management

1. Connect the device to the PC and ensure that the device initialization is complete.
2. Configure the IP address of the PC and the default IP address of the switch in the same network

segment.

3. Input “http://192.168.1.168” in PC browser, Press "Enter" to the network management login

interface, enter the default username "admin" and password "admin” and login.

Username |




4.2 Console Port Management

1. Use a console port cable to connect the console port of the PC and switch.

2. Open the terminal simulation software, establish a connection, select the serial port, and set the
communication parameters according to the default configuration of the switch console port, as
shown below:

Transmission rate: 115200

Data bit: 8

Check digit: None

Stop bit: 1

Flow control method: None

UEEII"I-BITIEFZ|

Password:

Language: | English

5. PoE Powered Function

»¢ This feature is applicable to PoE switches and not to non PoE switches

A Standard PoE power supply

Standard PoE power supply
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PoE switch 1,2/3,6 are power and data pins PoE equipment

The standard PoE power supply include: protocol detection, power pin sequence detection, power
output, anomaly protection, and link anomaly monitoring.

The PoE power supply protocol includes: IEEE802.3af (15.4W), IEEE802.3at (30W), and
IEEE802.3bt (90W).

The standard PoE power supply pin sequence is 1,2+/3,6-, and the standard PoE++ power supply
pin sequence is 1,2,4,5+/3,6,7,8-

Standard PoE switches can automatically detect and provide power to standard PoE switches. Non

PoE devices will not be powered on and only transmit data.



6. Installation Precautions

6.1 Precautions for Device Connection and Installation

Network cable

When the RJ45 interface is at a speed of 100MB, use Cat5 or above Ethernet cable

When the RJ45 interface is at a speed of 1000MB/2.5GE/5GE, use Cat5e or above Ethernet
cables

When the RJ45 interface is at a speed of 10GE speed, use Cat6a or above Ethernet cables.

Fiber optic cable
1. Fiber optics and connectors must be used in conjunction with optical modules
2. The bending radius of the optical fiber should not be less than 40mm.

6.2 Safety Precautions for Equipment Installation

During installation, please keep the power off

The switch can only function normally with the correct power supply. Please ensure that the
power supply voltage matches the voltage indicated on the switch

Before powering on the switch, please ensure that the power circuit is not overloaded to
avoid affecting the normal operation of the switch and even causing unnecessary losses.

To avoid the risk of electric shock, please do not open the casing of the switch while it is in

operation, even if it is not live, do not open it on your own.

6.3 Precautions for Equipment Installation Environment

To ensure the long-term stable operation of the switch and extend its service life, please
maintain the environment at a certain temperature and humidity. Excessive or insufficient
environmental temperature and humidity can easily cause insulation material leakage,
deformation, and metal corrosion, affecting its service life.

To avoid static electricity affecting the normal operation of the equipment, please pay
attention to regular dust removal, maintain clean indoor air, confirm good grounding of the
equipment, and ensure smooth transfer of static electricity.

Electromagnetic interference can affect electronic components such as capacitors and
inductors inside equipment in various ways such as capacitance coupling and impedance
coupling. To reduce the adverse effects caused by electromagnetic interference factors, please
note that the power supply system needs to take necessary anti grid interference measures,
and switches should be kept away from high-frequency, high-power, and high current
equipment.

When lightning strikes, strong currents are generated, causing fatal damage to electronic
devices. To achieve better lightning protection, please ensure that the rack, power sockets,
and ground are in good contact, and wiring is reasonable to avoid internal induced lightning.
When wiring outdoors, it is recommended to use signal lightning protectors.



7. Switch Installation

The switch supports multiple installation methods, including desktop, rack, and wall mounted.

Please install according to the actual environmental requirements.

7.1 Installation Instructions for Rack Mounted Switches

B Prepare screws and hanging ears, secure the hanging ears to both ends of the device.
B Push the device parallel to the tray into the cabinet and secure it with cabinet screws
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7.2 Desktop Switch Installation Instructions

B Place the switch on a flat and secure desktop. Ensure that the work environment has
sufficient ventilation and heat dissipation space.
B Attention: It is prohibited to place heavy objects on the switch.

7.3 Wall Mounting Installation Instructions

B Fix the screws on the wall according to the position of the wall mounting holes, with a
distance of 3mm =+ 0.5mm between the nuts and the wall;
B Align the wall mounting holes on the device with the screws for installation and fixation.

1.Punch holes

2.Embedded nails - 7




After-sales Service Letter of Commitment

Within seven days from the date of sale, if the whole device fails, you can choose to repair,
replace or return it. If performance failure occurs within seven days to one year from the date of
sale (based on the date of purchase invoice and proof of three guarantees (repair, replacement,
refund)), the whole machine can be selected for repair or replacement.

Beyond the one-year hardware warranty period, the cost of replacing the hardware will be borne

by the user, and our company will not add other costs.

Other service commitments

Provide 7 x 24 hour after-sales support services.

Following Circumstance are without Warranty

Failure or damage of equipment (including parts)under the following circumstances are not
covered by warranty.

1.The accessories supplied by other company(like power supply,adapter,etc.)are
guaranteed by the manufacturer of this product.

2.The whole machine and parts have exceeded the warranty period.

3.Equipment failure or damage were not caused by repair,alteration or demolition of
personnel in our company.

4.Malfunctions caused by accidental or artificial causes include failure or damage caused by!
Improper operation,scratching,handling,moving,knocking,and inputting the appropriate voltage.
5.Failure or damage caused by the use of non genuine or unpublished software.Failures or

losses caused by natural disasters,such as force majeure (such as earthquakes and fires).

Warranty Card

User name

User address

Post code

Contact address

Contact person
Tel

E-mail

Product model number

Serial number

Date of purchase




